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FLUID APPLIED WATERPROOFING 

DRAIN BOARD SUMMARY 

Product Roll Size 
Core 

Material 
Fabric type 

Compressive 
Strength 

Flow 
Rate 

Common 
Applications 

PD 2.2 4', 6.5', 8' x  50' Polypropylene 
Non-woven 
geotextile 

11,000.00 18 
Foundation Walls, 

Retaining Walls 

PD 3.2 4' x 75' Polyethylene 
Non-woven 
geotextile 

40,000.00 8.5 
Plaza Decks, Green Roofs, 

Foundation Walls, Split 
Slabs 

* PD 4.2 4', 6.5', 8' x  50' Polypropylene 
Non-woven 
geotextile 

15,000.00 21 
Foundation Walls, 

Retaining Walls 

** PD 7.2 4', 6.5', 8' x  50' Polypropylene 
Woven 

Geotextile 
21,000.00 23 

Plaza Decks, Green Roof, 
Split Slab 

*** PD 9.9 4', 6.5', 8' x  50' Polypropylene 
Woven 

Geotextile 
30,000.00 24 

Plaza Decks, Green Roofs, 
Slip Slab 

*** PD 10 4' x 75' Polyethylene 
Non-woven 
geotextile 

40,000.00 8.5 
Plaza Decks, Green Roofs, 

Foundation Walls, Split 
Slab 

PD GR95 4' x 50' Polypropylene 
Non-woven 
geotextile / 

Root Resistant 
9,500.00 30 Green Roofs 

PD GRS150 4' x 50' Polypropylene 
Non-woven 
geotextile / 

Root Resistant 
15,000.00 21 Green Roofs, Planters 

PD 4RB 4' x 50' Polypropylene 
Non-woven 
geotextile / 

Root Resistant 
15,000.00 21 Green Roofs, Planters 

PD SWD 
6", 12", 18", 24" x 

165' 
Polystyrene 

Non-woven 
geotextile 

9,500.00 30 
Landscaping, Foundation 

Footings 

PD MVP 6", 12" x 165' Polyethylene 
Non-woven 
geotextile / 
Spun Bond 

9,500.00 30 
Landscaping, Foundation 

Footings 

*Vertical and Ultra-light horizontal
**Pedestrian Traffic horizontal applications 
***Vehicular traffic horizontal applications (use 10 for heavy duty vehicular traffic) 
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